DYNOMAX  8in (203mm) 6-7 Lobe 4.0 Stage HR RS MUD LUBE

DRILLING
TOOLS INC

Bit Size Range 9-7/8 - 12-1/4in | 251-311mm
Bit Box Connection 6-5/8 REGULAR
Dynamic Bearing Load On/Off Bottom 145951 Ibf 64900 daN
Static Bearing Load On/Off Bottom 534312 Ibf 237700 daN
Max. Overpull (For Re-run) 542500 |bf 241300 daN

Hﬂ Absolute Overpull 904100 Ibf 402200 daN
Stab/Thread Protector Makeup Torque 21000 ft-lbs 28500 Nm
A = Bit to Stabilizer (Centre) 23.56in 0.6 m
C = Overall (With Dump Sub) 346.4 in 8.8 m
Weight 3539 Ib 1605 kg
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DIFFERENTIAL PRESSURE PSI (kPa)

Possible damage may occur when motor is run higher than 70% of Maximum Differential Pressure.

Lobe Configuration 6-7 Lobe 4.0 Stage HR Flow Rate Speed
Displacement (No Load) 0.17 rev/gal | 0.04 rev/I GPM LPM RPM
Max. Differential (Full Load) | 940 psi 6481 kPa 400 1514| 45-70
Max. Torque 13820 ft-lbs | 18737 Nm 650 2461 88-110
Max. Power 342 HP 255 kW 900 3407 | 130-150

This information is for reference only.
RS Motors are available with Integral Blade Bearing Housings or Screw-On Style Stabilizers.

Contact your local DYNOMAX office for Stabilizer Sizes and Availability.
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This information is for reference only.
A Rotor Catch and Rotor Catch Float Sub Lengths may
. @J vary based on configuration, and use of Dump Subs
@J e or combination Rotor Catch and Float Housings.
0F If any additional information is required, please
0 contact your local DYNOMAX office.
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